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Gold Standard Autosampler Syringes
Use one needle and get the benefits of two. The upper portion of the tapered needle offers the strength 
of a 23-gauge needle, while the lower portion at 26s-gauge allows use with split/splitless or on-column
injections with 0.53 mm id columns. All standard plungers are stainless steel.

Tapered Needle, 23-26s Gauge Autosampler Syringes

Volume
(µL) description unit

Needle Gauge/
Length (mm)/
Tip Part No.

5 Tapered, fixed 23-26s/42/HP 5181-1273
Tapered, fixed 6/pk 23-26s/42/HP 5181-8810
Tapered, removable 23-26s/42/HP 5182-0835
Replacement needle for 5 µL syringe 3/pk 5182-0832

10 Tapered, fixed 23-26s/42/HP 5181-1267
Tapered, fixed 6/pk 23-26s/42/HP 5181-3360
Tapered, removable 23-26s/42/HP 5181-3321
Replacement needle for 10 µL syringe 3/pk 5181-3319
Tapered, fixed, PTFE-tipped plunger 23-26s/42/HP 5181-3354
Tapered, fixed, PTFE-tipped plunger 6/pk 23-26s/42/HP 5181-3361
Replacement plunger with PTFE tip for fixed needle
10 µL syringe

5181-3365

Tapered, removable 23-26s/42/HP 5181-3356
Replacement plunger with PTFE tip for removable
needle 10 µL syringe

5181-3358

50 Tapered, fixed, PTFE-tipped plunger 23-26s/42/HP 5183-0314
100 Tapered, fixed, PTFE-tipped plunger 23-26s/42/HP 5183-2042


