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AgilenT J&W gC ColuMns

Agilent J&W gC Column Test standards
Compare your column's performance to the test chromatogram shipped with your Agilent J&W column. 
The column test standard contains components that test the column for resolution characteristics, efficiency,
and inertness. The test mixes are supplied at a concentration of 250 ng/µL in 2 mL vials. Match the phase
and column diameter in the chart below to find the test mix for your column.

Agilent J&W gC Column Test standards

Column Description

Microbore 
(0.05 & 0.10 mm iD)
part no.

Capillary 
(0.18 & 0.32 mm iD)
part no.

Megabore 
(0.45 & 0.53 mm iD)
part no.

OV-351 200-0032
DB-1ht 200-0010
DB-1 200-0010 200-0310 200-0110
DB-5 200-0010 200-0310 200-0110
DB-5ht 200-0010
DB-5ms 200-0185 200-0185
DB-624 200-0113 200-0113
DB-2887 200-0110
DB-WAX 200-0070 200-0370 200-0070
DB-WAXetr 200-0370 200-0070
SE-30 200-0010
SE-52 200-0010
SE-54 200-0010 200-0010
HP-1 5080-8858 8500-6812
HP-5 5080-8858 8500-6812
HP-FFAP 8500-6813 8500-6813 8500-6813
GS-OxyPLOT 5188-5379


