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GC, GC/MS GAS MANAGEMENT

Ultra Clean Gas Filters for GC and GC/MS
The easy to use leak-tight cartridge system enables rapid change of exhausted cartridges without interrupting supply  
or system operation. A wide range of individual cartridges or combination cartridges are available to suit a variety of applications.

Ultra-High Capacity Moisture Filter

Moisture in carrier gas lines will prematurely degrade oxygen and hydrocarbon traps and increase detector noise. As a 
precaution, we highly recommend installing a moisture trap before the hydrocarbon and oxygen traps on all carrier gas lines.

Capacity

H2O 7.2 g

Description Specification

Outlet Gas Quality (%) > 99.9999 

Maximum Pressure 11 bar (160 psi) 

Maximum Flow 7 L/min 

Usable For Inert carrier gas, He, H2, N2, Ar, Air 

Dimensions 24 cm x Ø 4.4 cm 

Weight 0.26 Kg 

Part No. N9306814

Ultra-High Capacity Oxygen Filter

Oxygen is a column killer – it is present even in UHP gases. Because oxygen can enter a gas line at any fitting or during gas 
bottle exchange, the oxygen trap should be the last connection before the gas line enters the chromatograph.

Capacity

O2 150 mL

Description Specification

Outlet Gas Quality (%) > 99.9999 

Maximum Pressure 11 bar (160 psi) 

Maximum Flow 7 L/min 

Usable For Inert carrier gas, He, H2, N2, Ar 

Dimensions 24 cm x Ø 4.4 cm 

Weight 0.26 Kg 

Part No. N9306815

Ultra-High Capacity Hydrocarbon Filter

Use a hydrocarbon trap if your gas has a potential source of hydrocarbon contaminants or if you suspect you are observing 
carrier gas ghost peaks. Install the hydrocarbon trap after the moisture trap, to prevent moisture from degrading the 
hydrocarbon-trapping ability of the activated carbon in the hydrocarbon trap.

Capacity

HC 12 g (as n-butane)

Description Specification

Outlet Gas Quality (%) > 99.9999 

Maximum Pressure 11 bar (160 psi) 

Maximum Flow 7 L/min 

Usable For Inert carrier gas, He, H2, N2, Ar, Air 

Dimensions 24 cm x Ø 4.4 cm 

Weight 0.26 Kg 

Part No. N9306816


